











1) BRICK PAVERS TO BE 4" X 8" X 2 1/4”, CAMBRIDGE PAVER, AS MANUFACTURED BY GLEN GARY
PAVERS MID ATLANT\C PLANT REPRESENTED BY SPAULD\NG ER\CK BOSTON, MA, TEL: (617) 6663200
VER!

Al SHALL BE
\NSTALLED Jnp T\GHT o CUTS SHALL BE DONE N A WORKMANLIKE MANNER, THAT MLL RESULT IN

STRAIGNT AND EVEN JOINT LINES. AFTER INSTALLATION, SAND SHALL BE SWEPT INTO JOINTS BETWEEN
PAVERS F\ELD TAMPED INTO SAND BED TO SET. SWEEP ADDITIONAL SAND INTO JOINTS TO FILL AS
NECESSARY.

2) GRANITE FOR CURBING SHALL BE MOUNT AIRY LIGHT GRAY CURBING AS SUPPLIED BY NORTH
CAROLINA GRANITE CORP., MT. AIRY, NC TEL: (800) 227-6242, OR APPROVED EQUAL.

3) CONCRETE: CLASS "A" CONCRETE SHALL BE 3000 PSI CONCRETE HAVING A NOMINAL MAXIMUM

COURSE AGGREGATE SIZE OF 1-1/2" (NO.4). CLASS "C" CONCRETE SHALL BE 3000 PS| CONCRETE

MADE WITH TYPE Il CEMENT. HAVING A NOMINAL MAXIMUM COURSE AGGREGATE SIZE OF 3/4" (NO.6)

AND SHALL CONTAIN AIR ENTRAINMENT BETWEEN 6-7% AT THE TIME OF PLACEMENT. CONCRETE FOR
EXPOSED SIDEWALKS SHALL BE FROM A SINGLE SOURCE PROVIDER FOR UNIFORMITY IN COLOR.

4) BASE FOR SIDEWALK TO BE NATURALLY OR ARTIFICIALLY GRADED MIXTURE OF NATURAL OR
CRUSHED GRAVEL, CRUSHED STONE AND NATURAL OR CRUSHED SAND. ATSM 2940 WITH AT LEAST 90%
PASSING A 1-1/2" SIEVE AND NOT MORE THAN 12% PASSING A NO. 200 SIEVE. COMPACT BASE TO
NOT LESS THAN 95% OF MAXIMUM DRY UNIT WEIGHT TO ASTM D 1557.

5) CONCRETE WALKS TO BE SCORED CONCRETE USING AN 18" TO 24" SQUARE SCORING PATTERN AS
NECESSITATED BY SIDEWALK WIDTH REQUIREMENTS. COLOR TO BE LIGHT GREY AS USED IN CITY OF
STAMFORD STANDARD CONCRETE SPEC. EACH SQUARE FINISHED WITH A SMOOTH 1,/2" DEEP TOOLED
EDGE AND DEEP BROOM SURFACE.

6) 1/2" THICK APPROVED FREUOLOED BITUMNOUS EXPANSION JONTS SHALL BE PLACED FULL DEPTH
OF JOINT WHERE SHOWN ON PLA

7) STREET LIGHTING: _CONTACT CITY OF STAMFORD ENGINEERING BUREAU FOR SPECIFIC LIGHTING
REQUIREMENTS PRIOR TO ORDERING ANY MATERIALS. STREET LIGHTING MANUFACTURED BY HADCO.

TWIN FIXTURE STREET LIGHT: $8203B LUMINAIRE:; SAB2038 TWIN ARM WITH 120V DUPLEX WATERPROOF
RECEPTACLE AND PLANTER RINGS; SP8203C 10'~POLE: FINISH: GREEN,

SINGLE FIXTURE STREET LIGHT: S8203 LUMINAIRE; SPB2038 10’ POLE WITH 120V DUPLEX WATERPROOF
RECEPTACLE; FINISH: GREEN.

8) STREET TREE GRATES TO BE 4' X 6' CAST IRON TREE GRATE, TYPE U FRAME, R—8802-
RECTANGULAR, WITH CAST IRON FRAME BY NEENAH FOUNDRY COMPANY AS AVAILABLE THROUGH MEL
GRANT ASSOCIATES, NEEDHAM, MA. TEL.: (80D) 345-1432). OR APPROVED EQUAL. WELD CONCRETE
ANCHORS TO FRAME AS SHOWN OR PER MENUFACTURERS RECOMMENDARIONS. INSTALL FRAMES AND
GRATES AS PER MANUFACTURER'S INSTRUCTIONS.

9) STREET TREES SHALL BE OF THE TYPE AND SIZE APPROVED BY CITY OF STAMFORD LANE USE
BUREAU.

10) PAVEMENT RECONSTRUCTION SHALL MATCH EXISTING, BUT IN NO CASE SHALL BE LESS THAN
1-1/2" OF CLASS 2 BITUMINOUS CONCRETE ON 2—1/2" OF CLASS 1 BITUMINOUS CONCRETE ON 8" OF
PROCESSED AGGREGATE BASE. PAVEMENT COMPOSITION SHALL BE APPROVED BY ENGINEERING BUREAU.

11) THIS DRAWING IS INTENDED TO DEPICT TYPICAL STREETSCAPE SIDEWALK DETAILS. DETAILS FOR

RAMPS AND DRIVEWAYS SHALL BE SUBMITTED TO CITY OF STAMFORD ENGINEERING BUREAU AND LAND
USE BUREAU FOR APPROVAL.
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SECTION I: DETERMINING WHO AND WHEN TO CALL

Public Act 87-71 of the Connecticut State statute requires individuals who use power or
mechanized equipment for the purpose of disturbing the sub-surface of the earth to provi
advance notice of at least two full working days to the "Call Before You Dig" central
clearinghouse prior to commencing proposed excavations (see Section VI for definition of
excavation/excavator)

Call Before You Dig, Inc., (CBYD) is a state regulated, nonprofit organization comprised of all
public utilities and municipalities within the state of Connecticut. The organization is administrated
and served by a board of eighteen annually elected directors. The purpose of CBYD is to function
as a statewide, one-call notification system that provides excavators and the general public with
the ability to inform multiple owners and operators of underground facilities of proposed
excavation. This is accomplished via a single telephone call to an interstate toll free number.
Callers should note that as part of standard operating procedures, all conversations are voice
recorded. CBYD must be called first, prior to excavating or requesting application for
permits from any public agency.

CBYD should NOT be contacted for any of the following reasons:

To report damage to any type of facilities

To report any type of service outage

To resolve any type of third party billing

To report any excavation outside the state of Connecticut

To request any type of facility removal or relocation (including meter removals prior to
demolition of a building)

To request initiation/shut-off of any type of utility service

To request markouts for design / preplanning construction or bidding purposes.

To request appointments with utility representatives for pre-construction meetings

To provide maps, plans or drawings of proposed excavations

To resolve these items, contact the facility owner directly.

CBYD is open daily from 7a.m. to 5p.m., excluding Saturdays, Sundays and Holidays. During
or after these times, CBYD offers an after-hours emergency notification service.

Holidays include:

Required
New Years Day Location
Martin Luther King Day
Presidents Day RequeSt.
Good Friday Information
Memorial Day
Independence Day TOWN
Labor D pra—
abor Lay STREET ADDRESS

Columbus Day

Veterans Day

Thanksgiving Day/Day After
Christmas Day

NEAREST STREET

TYPE OF WORK

NAME OF CALLER & COMPANY
PHONE NUMBER

START DATE & TIME

FOR CONNECTICUT
1-800-922-4455


WSripa
Text Box
Required 
Location 
Request 
Information

TOWN
STREET ADDRESS
NEAREST STREET
TYPE OF WORK
NAME OF CALLER & COMPANY
PHONE NUMBER
START DATE & TIME

FOR CONNECTICUT
1-800-922-4455



SECTION II: TYPES OF CALLS HANDLED BY CBYD

CBYD can process only two types of location requests. They are:

a. Routine calls: excavation, demolition or blasting that will NOT commence before the two full
working day legal requirement.

b. Emergency calls: situations that warrant excavation, demolition or blasting to commence within
two full working days.

1. Routine Calls

Routine location requests are the most common calls taken at the central clearinghouse. Routine
calls are planned excavation activities that allow affected public utilities two full working days, or
by the date excavation is to begin, to visit the job site and markout their underground plant. The
caller is required to pre-mark the site in white paint or stakes prior to notifying the center. Should
the excavation expand beyond the initial notice, a separate notification must be made.

2. Emergency Calls

Emergency location requests are situations that warrant immediate attention by the center and
affected utilities (see Section VIII for definition of emergency). The term "emergency" is narrowly
defined and must meet at least one of the following

A situation involving:

Endangerment to life

Endangerment to health

Endangerment to property

The interruption of operation of a major plant or

A situation that would assure the continuity of public utility service.

agkrwphE

The caller is informed that a civil penalty or fine may be imposed if the proposed emergency
excavation does not meet at least one of the above criteria. The center records the information
and provides the names of the affected utilities, however, by state regulation, it is the
responsibility of the caller to notify the individual utilities directly.

3. After-hour Emergency Calls

CBYD has an "after-hours" emergency notification service. This service is in effect weekdays

from 5pm.to 7am., and all day on Saturdays, Sundays and holidays. The center will accept and
process only those callsdeemed "emergency" (refer to Section VIII for definition of
emergency.) The center records the information and provides the names of the affected utilities,
however, by state regulation, it is the responsibility of the caller to notify the individual utilities
directly.



SECTION V: RESPONSIBILITIES OF PUBLIC UTILITIES

Section V serves only as a guideline as to responsibilities and state mandated requirements.
Refer to the state regulations, Section VIII for specifics.

Owners & operators of buried facilities must;

Maintain a current file with the central clearinghouse all of its underground facilities
including previously unrecorded or abandoned facilities.

Upon notice from the central clearinghouse, respond within two full working days,
excluding Saturdays, Sundays and holidays or by the date excavation is scheduled to
commence. The utility must mark the approximate location of its underground facility or
notify the caller that a conflict does not exist.

A public utility may identify the location of a facility connected to its facility, but not owned
and operated by the public utility, as a helpful guide. This identification shall not be
deemed to impose any liability upon the utility for accuracy.

Each utility shall maintain a program to educate excavators, either individually or through
their organizations, in order to minimize the possibility of damage incidents.

Each utility shall attend all pre-construction meetings, of which it has knowledge of,
where excavation may effect its facilities.

Each utility shall notify the central clearinghouse monthly of any damage to its facilities
which resulted from, or which the public utility suspects resulted from, any excavation,
discharge of explosives or demolition conducted by any other person or public agency.

As of January 1, 1989, all new underground plant installed repaired, replaced or modified
involving exposure of 100 feet or more, must have a warning tape installed twelve inches
above the facility. The tape shall be of the color assigned to the type of the facility and
imprinted with an appropriate warning message.



SECTION VI: RESPONSIBILITIES OF EXCAVATORS

Section VI serves only as a guideline as to responsibilities and state mandated requirements.
Refer to the state regulations, Section VIII for specifics.

Any person responsible for excavating, demolition or blasting must notify CBYD and provide at
least two full working days notice, excluding Saturdays, Sundays and holidays, before excavation
begins.

Designate the work area with white paint or white tipped stakes. If the work area exceeds
1000 feet and the excavator determines that it is not practical to designate the proposed
excavation, a pre-construction meeting involving the affected utilities or planned maps
provided to the affected utilities is required.

Use prudent judgement when all facilities are not identified. Considerations of
proceeding are potential hazard to life, property and facility damage.

Exercise reasonable care when working in proximity to underground facilities. This
includes, appropriate construction methods, proper backfilling and shoring techniques,
proper equipment and explosives, adequate training of personnel, and sponsoring pre-
construction meetings.

Hand digging is required when dangerous fluids or gas are likely to be exposed.
Mechanical equipment is limited to removing concrete or bituminous surfaces only.

Avoid the covering or removal of surface markings or stakes indicating the underground
location of facilities during construction.

Excavation notices expire at the end of 30 days from the date notice was provided.
If excavation is not completed in 30 days, a renewal notice is required.

If contact is made with any underground facility, the affected public utility must be
notified. If contact occurs involving gas, the excavator must notify police, fire and
emergency personnel, and evacuate employees and general public. No attempt should
be made to tamper with or correct the damaged facility. The repair of protective
coatings may only be done when authorized by the owner of the facility.



SECTION VIII: CONNECTICUT STATE REGULATIONS

DEPARTMENT OF PUBLIC UTILITY CONTROL
Excavation Near Underground Utility Facilities

Section 1: Section 16-345-1 through 16-345-7, inclusive, of the Regulations of Connecticut State
Agencies are amended to read as follows:

Sec. 16-345-1. Definitions

(a) "Excavator" means a person, partnership, corporation or association, including a public utility
or a person engaged as a contractor by a public utility or public agency, directly performing or
engaged in the act of excavation, demolition or discharge of explosives.

(b) "Public agency" means the state or any political subdivision thereof, including any
governmental agency.

(c) "Public utility" means the owner or operator of underground facilities for furnishing electric,
gas, telephone, telegraph, communications and pipeline (whether for hire or not), sewage
(including storm sewers, sanitary sewers and drainage systems, or parts thereof), water,
community television antenna, steam, traffic signal, fire signal or similar service, including a
municipal or other public owner or operator, but excluding facilities owned by the owner of a
private residence for utility service solely for such residence, regardless of whether such owner or
operator is otherwise subject to the jurisdiction of the Authority.(An "excavator" or "public agency"
may also be a "public utility").

(d) "Central clearinghouse" means the single organization established by the public utilities
pursuant to section 16-348 of the General Statutes for the purpose of receiving and giving notice
of excavation activity within the state.

(e) "Excavation" means an operation for the purposes of movement or removal of earth, rock or
other materials in or on the ground, or otherwise disturbing the subsurface of the earth, by the
use of powered or mechanized equipment, including but not limit to digging, blasting, auguring,
back filling, test boring, drilling, pile driving, grading, plowing-in , hammering, pulling-in , trenching
and tunneling; excluding the movement of earth by tools manipulated only by human or animal
power and the tilling of soil for agricultural purposes.

(f) " Demolition" means the wrecking, razing, rending, moving or removing of any structure.

(g) "Damage" includes but is not limited to the substantial weakening of structural or lateral
support of a utility line, penetration or destruction of any utility line protective coating, housing or
other protective device or the severance, partial or complete, of any utility line and "contact"
includes, without limitation, the striking, scraping or denting, however slight, of any underground
utility facility including any underground utility line protective coating, housing or other protective
device, or any significant weakening or disturbance of the structural or lateral support of any
underground utility facility.

(h) " Approximate location of underground facilities” means a strip of land not more than three

feet wide or a strip of land extending no more than one and one-half feet on either side of the
underground facilities.

(i) "Authority" means the Public Utilities Control Authority of the State of Connecticut.





